ReaderTT.config = {"pagecount":24,"title":"","author":"","subject":"","keywords":"","creator":"LaTeX with hyperref package","producer":"Mac OS X 10.10.5 Quartz PDFContext","creationdate":"D:20171222215100Z00'00'","moddate":"D:20171222215100Z00'00'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"Introduction","page":1,"zoom":"XYZ 110 601 null"},{"title":"Optimization Methodology","page":2,"zoom":"XYZ 110 538 null"},{"title":"Problem Definition","page":3,"zoom":"XYZ 110 976 null","children":[{"title":"Overview","page":3,"zoom":"XYZ 110 943 null"},{"title":"Flight Envelope and Geometry","page":3,"zoom":"XYZ 110 763 null"},{"title":"Baseline Wing","page":4,"zoom":"XYZ 110 599 null","children":[{"title":"Baseline Constraints","page":4,"zoom":"XYZ 110 208 null"},{"title":"27-point Optimization","page":5,"zoom":"XYZ 110 268 null"},{"title":"Results","page":6,"zoom":"XYZ 110 752 null"}]}]},{"title":"Morphing Optimizations","page":6,"zoom":"XYZ 110 226 null","children":[{"title":"Full Morphing Optimizations","page":7,"zoom":"XYZ 110 376 null"},{"title":"Trailing-Edge Morphing Optimizations","page":11,"zoom":"XYZ 110 466 null"},{"title":"Upper-Surface Morphing Optimizations","page":13,"zoom":"XYZ 110 413 null"},{"title":"Leading-Edge Morphing Optimizations","page":17,"zoom":"XYZ 110 470 null"},{"title":"Flap Optimizations","page":20,"zoom":"XYZ 110 503 null"},{"title":"Overall Comparison","page":22,"zoom":"XYZ 110 465 null"}]},{"title":"Conclusions","page":22,"zoom":"XYZ 110 268 null"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
