ReaderTT.config = {"pagecount":87,"title":"Framsida1","author":"Ulf Jeppsson","subject":"","keywords":"","creator":"Microsoft Word","producer":"Mac OS X 10.5.8 Quartz PDFContext","creationdate":"D:20091215130406Z","moddate":"D:20091217151302+01'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"RapportFull6.pdf","page":-1,"zoom":"","children":[{"title":"Titlepage","page":2,"zoom":"XYZ 143 1089 null"},{"title":"Abstract","page":4,"zoom":"XYZ 143 1089 null"},{"title":"Preface","page":4,"zoom":"XYZ 143 183 null"},{"title":"List of figures","page":5,"zoom":"XYZ 143 227 null"},{"title":"Abbreviations","page":10,"zoom":"XYZ 216 722 null"},{"title":"Introduction","page":14,"zoom":"XYZ 143 1089 null","children":[{"title":"Objectives","page":14,"zoom":"XYZ 143 661 null"},{"title":"Background","page":14,"zoom":"XYZ 143 475 null"},{"title":"Methodology","page":15,"zoom":"XYZ 216 1089 null"},{"title":"Outline","page":15,"zoom":"XYZ 216 841 null"}]},{"title":"Technical background","page":16,"zoom":"XYZ 143 1089 null","children":[{"title":"Lighting systems","page":16,"zoom":"XYZ 143 648 null","children":[{"title":"Light sources","page":16,"zoom":"XYZ 143 435 null"}]},{"title":"Lighting control systems","page":20,"zoom":"XYZ 143 640 null","children":[{"title":"Types of systems","page":21,"zoom":"XYZ 216 675 null"}]}]},{"title":"Empirical studies","page":24,"zoom":"XYZ 143 1089 null","children":[{"title":"Energy efficiency in modern buildings ","page":24,"zoom":"XYZ 143 599 null","children":[{"title":"Green buildings","page":24,"zoom":"XYZ 143 380 null"},{"title":"Environmental economics","page":25,"zoom":"XYZ 216 857 null"},{"title":"Standards and regulations","page":26,"zoom":"XYZ 143 942 null"}]},{"title":"Case studies","page":28,"zoom":"XYZ 143 937 null","children":[{"title":"Schenker logistics terminal in Växjö","page":28,"zoom":"XYZ 143 639 null"}]},{"title":"Conclusion","page":33,"zoom":"XYZ 216 1089 null"}]},{"title":"Market study","page":34,"zoom":"XYZ 143 1089 null","children":[{"title":"Communication networks","page":34,"zoom":"XYZ 143 571 null","children":[{"title":"Network topology","page":34,"zoom":"XYZ 143 282 null"},{"title":"Nodes","page":35,"zoom":"XYZ 216 437 null"},{"title":"Buses","page":35,"zoom":"XYZ 216 295 null"},{"title":"Transmission media","page":37,"zoom":"XYZ 216 1089 null"},{"title":"OSI model","page":39,"zoom":"XYZ 216 696 null"}]},{"title":"Protocols","page":40,"zoom":"XYZ 143 918 null","children":[{"title":"KNX","page":41,"zoom":"XYZ 216 966 null"},{"title":"LonMark","page":45,"zoom":"XYZ 216 804 null"},{"title":"BACnet","page":49,"zoom":"XYZ 216 742 null"},{"title":"EnOcean","page":52,"zoom":"XYZ 143 560 null"},{"title":"ZigBee","page":56,"zoom":"XYZ 143 910 null"},{"title":"Modbus","page":59,"zoom":"XYZ 216 928 null"},{"title":"DALI","page":61,"zoom":"XYZ 216 713 null"},{"title":"0-10V Analog","page":65,"zoom":"XYZ 216 730 null"}]},{"title":"Other systems","page":67,"zoom":"XYZ 216 1089 null"},{"title":"Evaluation","page":68,"zoom":"XYZ 143 938 null","children":[{"title":"Selection criteria","page":68,"zoom":"XYZ 143 687 null"},{"title":"Selection matrix","page":68,"zoom":"XYZ 143 253 null"},{"title":"Chosen solution","page":69,"zoom":"XYZ 216 642 null"}]}]},{"title":"Practical implementation","page":70,"zoom":"XYZ 143 1089 null","children":[{"title":"Proof of concept","page":70,"zoom":"XYZ 143 708 null"},{"title":"Method","page":70,"zoom":"XYZ 143 537 null"},{"title":"Implementation","page":71,"zoom":"XYZ 216 1089 null","children":[{"title":"DALI lamp","page":71,"zoom":"XYZ 216 506 null"},{"title":"EXOcompact","page":71,"zoom":"XYZ 216 279 null"},{"title":"DALI master unit","page":72,"zoom":"XYZ 143 742 null"}]},{"title":"Testing","page":76,"zoom":"XYZ 143 1022 null"},{"title":"Result","page":76,"zoom":"XYZ 143 286 null"}]},{"title":"Conclusions and future work","page":78,"zoom":"XYZ 143 1089 null","children":[{"title":"Conclusions","page":78,"zoom":"XYZ 143 798 null"},{"title":"Future work","page":79,"zoom":"XYZ 216 1089 null"}]},{"title":"Bibliography","page":79,"zoom":"XYZ 216 265 null"},{"title":"Appendix","page":85,"zoom":"XYZ 216 1089 null"},{"title":"Circuit drawings","page":85,"zoom":"XYZ 216 1089 null"},{"title":"DALI master unit program","page":87,"zoom":"XYZ 216 1089 null"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
