ReaderTT.config = {"pagecount":65,"title":"Übungsbeispiele:","author":"SEK_NEU","subject":"","keywords":"","creator":"Acrobat PDFMaker 11 für Word","producer":"Adobe PDF Library 11.0","creationdate":"D:20131108103100+01'00'","moddate":"D:20131108103112+01'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"1 Netzwerkberechnung","page":5,"zoom":"XYZ 105 1145 0"},{"title":"2  Transistor-Gegentaktendstufe im AB-Betrieb","page":7,"zoom":"XYZ 105 1177 0"},{"title":"3  Transistor-Gegentakt-Endstufe im B-Betrieb \u2013 Verlustleistung","page":9,"zoom":"XYZ 105 1177 0"},{"title":"4  Dimensionierung eines Kühlbleches","page":11,"zoom":"XYZ 105 1177 0"},{"title":"5 Brückenverstärker","page":12,"zoom":"XYZ 105 1156 0"},{"title":"6  Subtrahierverstärker","page":14,"zoom":"XYZ 105 1177 0"},{"title":"7  Integrator","page":17,"zoom":"XYZ 105 1177 0"},{"title":"8  Gleich- / Wechselspannungsverstärker","page":20,"zoom":"XYZ 105 1177 0"},{"title":"9 Hochpassfilter","page":24,"zoom":"XYZ 105 1177 0"},{"title":"10 Nullindikator","page":27,"zoom":"XYZ 105 1177 0"},{"title":"11  Spannungs/Strom-Interface","page":29,"zoom":"XYZ 105 1177 0"},{"title":"12  Komplexer Rückkopplungsfaktor","page":32,"zoom":"XYZ 105 1177 0"},{"title":"13  Videoverstärker","page":36,"zoom":"XYZ 105 1177 0"},{"title":"14  CMOS-Analog-Multiplexer","page":39,"zoom":"XYZ 105 1177 0"},{"title":"15   Thermisches Widerstandsrauschen","page":41,"zoom":"XYZ 105 1177 0"},{"title":"16  Eingangsrauschquellen von Transistoren","page":42,"zoom":"XYZ 105 1177 0"},{"title":"17 Rauschen einer Transistorschaltung","page":45,"zoom":"XYZ 105 1156 0"},{"title":"18   Rauschen bei OVs \u2013 praktische Größen","page":49,"zoom":"XYZ 105 1177 0"},{"title":"19  Elektrometerverstärker","page":51,"zoom":"XYZ 105 1177 0"},{"title":"20  Elektrometerverstärker 2","page":53,"zoom":"XYZ 105 1177 0"},{"title":"21  Rauschen einer Common Source Schaltung","page":57,"zoom":"XYZ 105 1177 0"},{"title":"22  Rauschen einer Common Gate Schaltung","page":59,"zoom":"XYZ 105 1156 0"},{"title":"23   Empfindlichkeit eines optischen Empfängers","page":61,"zoom":"XYZ 105 1177 0"},{"title":"24 Pre- und Deemphasis","page":64,"zoom":"XYZ 105 1177 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
