ReaderTT.config = {"pagecount":144,"title":"Nadpis kapitoly \u2013 Nadpis 1","author":"Igor Bélai","subject":"","keywords":"","creator":"Acrobat PDFMaker 6.0 for Word","producer":"Acrobat Distiller 6.0 (Windows)","creationdate":"D:20040421090917+02'00'","moddate":"D:20040507085731+02'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"VŠEOBECNÉ PRÍRUČKY","page":2,"zoom":"XYZ 0 1095 null"},{"title":"VOLITEĽNÉ PRÍRUČKY","page":2,"zoom":"XYZ 0 404 null"},{"title":"00_ACS550_Bezpecnostne_pokyny.pdf","page":-1,"zoom":"","children":[{"title":"Bezpečnosť","page":3,"zoom":"XYZ 0 1142 null","children":[{"title":"Použitie varovaní a poznámok","page":4,"zoom":"XYZ 0 1142 null"}]}]},{"title":"01_ACS550_Obsah.pdf","page":-1,"zoom":"","children":[{"title":"Obsah","page":5,"zoom":"XYZ 0 1142 null","children":[{"title":"Bezpečnosť","page":5,"zoom":"XYZ 0 1040 null","children":[{"title":"Index","page":5,"zoom":"XYZ 0 181 null"}]}]}]},{"title":"02_ACS550_Instalacia.pdf","page":-1,"zoom":"","children":[{"title":"Inštalácia","page":6,"zoom":"XYZ 0 1142 null","children":[{"title":"Harmonogram postupu pri inštalácii","page":6,"zoom":"XYZ 0 904 null"},{"title":"Príprava na inštaláciu","page":7,"zoom":"XYZ 0 1142 null","children":[{"title":"Identifikácia meniča","page":7,"zoom":"XYZ 0 1092 null","children":[{"title":"Štítky meniča","page":7,"zoom":"XYZ 0 1078 null"},{"title":"Typový kód","page":7,"zoom":"XYZ 0 684 null"},{"title":"Klasifikácia a rozmer rámu","page":7,"zoom":"XYZ 0 296 null"}]},{"title":"Kompatibilita motora","page":8,"zoom":"XYZ 0 1142 null"},{"title":"Potrebné nástroje","page":8,"zoom":"XYZ 0 876 null"},{"title":"Vhodné prostredie a krytie","page":8,"zoom":"XYZ 0 551 null"},{"title":"Vhodné miesto na upevnenie","page":8,"zoom":"XYZ 0 330 null"},{"title":"Zapojenie a dodržanie EMC","page":9,"zoom":"XYZ 0 953 null"}]},{"title":"Inštrukcie EMC (Európa, Austrália a Nový Zéland)","page":9,"zoom":"XYZ 0 583 null","children":[{"title":"Značenie CE  (nevyriešené v čase publikácie)","page":9,"zoom":"XYZ 0 467 null"},{"title":"Značenie C-Tick (nevyriešené v čase publikácie)","page":10,"zoom":"XYZ 0 1087 null"},{"title":"Inštrukcie pre káblovanie","page":10,"zoom":"XYZ 0 684 null"},{"title":"Vstupný silový (sieťový) kábel","page":10,"zoom":"XYZ 0 598 null","children":[{"title":"Harmonické sieťového prúdu","page":10,"zoom":"XYZ 0 365 null"}]},{"title":"Motorový kábel","page":10,"zoom":"XYZ 0 244 null","children":[{"title":"Minimálne požiadavky (CE a CE-Tick)","page":10,"zoom":"XYZ 0 216 null"},{"title":"Odporúčanie pre usporiadanie vodičov","page":11,"zoom":"XYZ 0 905 null"},{"title":"Efektívne tienenie motorového kábla","page":11,"zoom":"XYZ 0 453 null"},{"title":"EN61800-3 a AS/NZS 2064, 1997, motorové káble vyhovujúce Tri","page":12,"zoom":"XYZ 0 1077 null"}]},{"title":"Riadiace káble","page":13,"zoom":"XYZ 0 1142 null","children":[{"title":"Všeobecné odporúčania","page":13,"zoom":"XYZ 0 1115 null"},{"title":"Analógové káble","page":13,"zoom":"XYZ 0 449 null"},{"title":"Digitálne káble","page":13,"zoom":"XYZ 0 311 null"},{"title":"Kábel ovládacieho panela","page":13,"zoom":"XYZ 0 210 null"}]}]},{"title":"Inštalácia meniča","page":14,"zoom":"XYZ 0 1144 null","children":[{"title":"Vybalenie meniča","page":14,"zoom":"XYZ 0 1025 null"},{"title":"Príprava miesta na upevnenie","page":14,"zoom":"XYZ 0 861 null"},{"title":"Odstránenie predného krytu","page":14,"zoom":"XYZ 0 424 null"},{"title":"Upevnenie meniča","page":15,"zoom":"XYZ 0 1142 null"},{"title":"Inštalácia vedení","page":15,"zoom":"XYZ 0 880 null","children":[{"title":"Súprava s inštalačnými trubicami a obalmi","page":15,"zoom":"XYZ 0 852 null"},{"title":"Prehľad","page":15,"zoom":"XYZ 0 669 null"},{"title":"Diagramy pripojenia","page":16,"zoom":"XYZ 0 1144 null"},{"title":"Zapojenie s káblami","page":18,"zoom":"XYZ 0 1144 null"},{"title":"Zapojenie s elektroinštalačnými trubkami","page":19,"zoom":"XYZ 0 1144 null"}]},{"title":"Pripojenie napájania","page":20,"zoom":"XYZ 0 1142 null","children":[{"title":"Voliteľné brzdenie","page":20,"zoom":"XYZ 0 795 null"},{"title":"Neuzemnené siete","page":20,"zoom":"XYZ 0 632 null"}]},{"title":"Pripojenie riadenia","page":20,"zoom":"XYZ 0 307 null","children":[{"title":"Komunikácie","page":22,"zoom":"XYZ 0 745 null"}]},{"title":"Kontrola inštalácie","page":23,"zoom":"XYZ 0 1124 null"},{"title":"Opätovné nasadenie krytu","page":23,"zoom":"XYZ 0 733 null"},{"title":"Pripojenie napájania","page":23,"zoom":"XYZ 0 638 null"},{"title":"Uvedenie do prevádzky","page":24,"zoom":"XYZ 0 1124 null"}]}]}]},{"title":"03_ACS550_Uvedenie do chodu_cast-a.pdf","page":-1,"zoom":"","children":[{"title":"Uvedenie do prevádzky","page":25,"zoom":"XYZ 0 1182 null","children":[{"title":"Pomocný ovládací panel","page":25,"zoom":"XYZ 0 779 null","children":[{"title":"Vlastnosti","page":25,"zoom":"XYZ 0 617 null"},{"title":"Súhrn funkčných klávesov/displeja","page":26,"zoom":"XYZ 0 1144 null"},{"title":"Riadiaci režim","page":26,"zoom":"XYZ 0 548 null","children":[{"title":"Stavové informácie","page":26,"zoom":"XYZ 0 453 null"},{"title":"Obsluha meniča","page":27,"zoom":"XYZ 0 608 null"}]},{"title":"Ďalšie módy","page":28,"zoom":"XYZ 0 1067 null","children":[{"title":"Prístup k módom v hlavnom menu","page":28,"zoom":"XYZ 0 880 null"},{"title":"Súhrn módov","page":28,"zoom":"XYZ 0 635 null"}]},{"title":"Mód parametrov","page":29,"zoom":"XYZ 0 1048 null"},{"title":"Mód asistenta uvedenia do prevádzky","page":29,"zoom":"XYZ 0 464 null"}]},{"title":"Aplikačné makrá","page":31,"zoom":"XYZ 0 1142 null","children":[{"title":"Aplikačné makro: ABB Štandard (prednastavené)","page":32,"zoom":"XYZ 0 1142 null"},{"title":"Aplikačné makro: 3-drôtové","page":33,"zoom":"XYZ 0 1142 null"},{"title":"Aplikačné makro: Striedavý","page":34,"zoom":"XYZ 0 1142 null"},{"title":"Aplikačné makro: Motor-potenciometer","page":35,"zoom":"XYZ 0 1142 null"},{"title":"Aplikačné makro: Ručný-Automatický","page":36,"zoom":"XYZ 0 1142 null"},{"title":"Aplikačné makro: PID riadnie","page":37,"zoom":"XYZ 0 1142 null"},{"title":"Aplikačné makro: PFC","page":38,"zoom":"XYZ 0 1142 null"},{"title":"Aplikačné makro: Riadenie momentu","page":39,"zoom":"XYZ 0 1142 null"}]},{"title":"Kompletný zoznam parametrov ACS550","page":40,"zoom":"XYZ 0 1144 null"},{"title":"Kompletný opis parametrov","page":50,"zoom":"XYZ 0 1144 null","children":[{"title":"Skupina 99: Start-up data (Údaje pre uvedenie do prevádzky)","page":50,"zoom":"XYZ 0 1067 null"},{"title":"Skupina 01: Operating Data (Pracovné údaje)","page":51,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 03: Actual Signals (Okamžité signály)","page":54,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 04: Fault History (História porúch)","page":55,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 10: Start/Stop/Dir (Štart/Stop/Smer)","page":56,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 11: Výber referenčných hodnôt","page":58,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 12: Constant Speeds (Konštantné rýchlosti)","page":61,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 13: Analog Inputs (Analógové vstupy)","page":63,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 14: Relay Outputs (Výstupy relé)","page":64,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 15: Analog Outputs (Analógové výstupy)","page":67,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 16: System Controls (Systémové ovládanie)","page":68,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 20: Limits (Obmedzenia)","page":70,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 21: Start/STOP (Štart/Stop)","page":72,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 22: Accel/Decel (Rozbeh/Brzdenie)","page":74,"zoom":"XYZ 0 1142 null"}]}]}]},{"title":"03_ACS550_Uvedenie do chodu_cast-b.pdf","page":-1,"zoom":"","children":[{"title":"Skupina 23: Speed Control (Regulácia rýchlosti)","page":76,"zoom":"XYZ 0 1125 null"},{"title":"Skupina 24: Torque Control (Riadenie momentu)","page":78,"zoom":"XYZ 0 1125 null"},{"title":"Skupina 25: Critical Speeds (Kritické rýchlosti)","page":79,"zoom":"XYZ 0 1125 null"},{"title":"Skupina 26: Motor Control (Riadenie motora)","page":80,"zoom":"XYZ 0 1125 null"},{"title":"Skupina 30: Fault Functions (Poruchové funkcie)","page":81,"zoom":"XYZ 0 1125 null"}]},{"title":"03_ACS550_Uvedenie do chodu_cast-c.pdf","page":-1,"zoom":"","children":[{"title":"Skupina 31: Automatická obnova stavu.","page":84,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 32: Sledovanie","page":85,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 33: Informácie","page":87,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 34: Procesné veličiny panelového displeja","page":88,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 35: Meranie teploty motora","page":90,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 40: Prevádzkový PID 1","page":92,"zoom":"XYZ 0 1142 null"}]},{"title":"03_ACS550_Uvedenie do chodu_cast-d.pdf","page":-1,"zoom":"","children":[{"title":"WAKE-UP DELAY","page":97,"zoom":"XYZ 0 591 null"},{"title":"Skupina 41: Proces PID Set 2","page":98,"zoom":"XYZ 0 1142 null"},{"title":"Skupina 42: External / Trimming PID (Externý / nastaviteľný ","page":98,"zoom":"XYZ 0 1009 null"},{"title":"Skupina 51: Ext Comm Module (Modul externej komunikácie)","page":101,"zoom":"XYZ 0 1124 null","children":[{"title":"FBA TYPE","page":101,"zoom":"XYZ 0 990 null","children":[{"title":"FBA STATUS","page":101,"zoom":"XYZ 0 499 null","children":[{"title":"FBA APPL FW REV","page":102,"zoom":"XYZ 0 1122 null"}]}]}]},{"title":"Skupina 52: RS 232 / Panel","page":103,"zoom":"XYZ 0 1106 null"},{"title":"Skupina 53: EFB protokol","page":104,"zoom":"XYZ 0 1142 null","children":[{"title":"EFB PROTOKOL ID","page":104,"zoom":"XYZ 0 1028 null","children":[{"title":"EFB PAR 17","page":105,"zoom":"XYZ 0 953 null"}]}]},{"title":"Skupina 81: PFC control (PFC riadenie)","page":106,"zoom":"XYZ 0 1142 null","children":[{"title":"AUTOCHNG INTERV","page":110,"zoom":"XYZ 0 652 null","children":[{"title":"Prehľad funkcie Autochange","page":111,"zoom":"XYZ 0 1064 null","children":[{"title":"Počítadlo poradia štartovania","page":111,"zoom":"XYZ 0 527 null","children":[{"title":"Autochange odblokovaná","page":112,"zoom":"XYZ 0 1032 null","children":[{"title":"AUTOCHANGE odblokovaná","page":113,"zoom":"XYZ 0 1220 null","children":[{"title":"AUTOCHANGE odblokovaná","page":114,"zoom":"XYZ 0 1216 null"},{"title":"AUTOCHANGE odblokovaná","page":114,"zoom":"XYZ 0 734 null"},{"title":"AUTOCHANGE odblokovaná","page":115,"zoom":"XYZ 0 1216 null"},{"title":"AUTOCHANGE odblokovaná","page":115,"zoom":"XYZ 0 954 null"}]}]}]},{"title":"REG BYPASS CTRL","page":116,"zoom":"XYZ 0 1122 null"}]}]}]},{"title":"Skupina 98: Options (Voľby)","page":118,"zoom":"XYZ 0 1142 null","children":[{"title":"COMM PROT SEL","page":118,"zoom":"XYZ 0 1028 null"}]}]},{"title":"04_ACS550_Diagnostika.pdf","page":-1,"zoom":"","children":[{"title":"Diagnostika","page":119,"zoom":"XYZ 0 1144 null","children":[{"title":"Diagnostické indikátory","page":119,"zoom":"XYZ 0 815 null","children":[{"title":"Červená - poruchy","page":119,"zoom":"XYZ 0 579 null"}]},{"title":"Oprava porúch","page":119,"zoom":"XYZ 0 285 null","children":[{"title":"Zoznam porúch","page":120,"zoom":"XYZ 0 1144 null"},{"title":"Nulovanie poruchy","page":123,"zoom":"XYZ 0 823 null","children":[{"title":"Blikanie červenej LED diódy","page":123,"zoom":"XYZ 0 675 null"},{"title":"Červena LED dióda svieti","page":123,"zoom":"XYZ 0 589 null"},{"title":"História","page":123,"zoom":"XYZ 0 392 null"}]}]}]}]},{"title":"05_ACS550_Udrzba.pdf","page":-1,"zoom":"","children":[{"title":"Údržba","page":124,"zoom":"XYZ 0 1144 null","children":[{"title":"Intervaly údržby","page":124,"zoom":"XYZ 0 971 null"},{"title":"Chladič","page":124,"zoom":"XYZ 0 675 null"},{"title":"Hlavný ventilátor","page":124,"zoom":"XYZ 0 275 null","children":[{"title":"Výmena hlavného ventilátora (Rozmer rámu R1\u2026R4)","page":125,"zoom":"XYZ 0 1028 null"},{"title":"Výmena hlavného ventilátora (Rozmer rámu R5 a R6)","page":125,"zoom":"XYZ 0 702 null"}]},{"title":"Kondenzátory","page":125,"zoom":"XYZ 0 446 null"},{"title":"Ovládací panel","page":126,"zoom":"XYZ 0 1144 null","children":[{"title":"Čistenie","page":126,"zoom":"XYZ 0 1086 null"},{"title":"Batérie","page":126,"zoom":"XYZ 0 1015 null"}]}]}]},{"title":"07_ACS550_index.pdf","page":-1,"zoom":"","children":[{"title":"Index","page":137,"zoom":"XYZ 0 1142 null","children":[{"title":"A","page":137,"zoom":"XYZ 0 1045 null"},{"title":"B","page":137,"zoom":"XYZ 0 320 null"},{"title":"C","page":137,"zoom":"XYZ 0 1133 null"},{"title":"Č","page":137,"zoom":"XYZ 0 815 null"},{"title":"D","page":137,"zoom":"XYZ 0 624 null"},{"title":"E","page":138,"zoom":"XYZ 0 1133 null"},{"title":"F","page":138,"zoom":"XYZ 0 705 null"},{"title":"G","page":138,"zoom":"XYZ 0 498 null"},{"title":"H","page":138,"zoom":"XYZ 0 449 null"},{"title":"CH","page":138,"zoom":"XYZ 0 302 null","children":[{"title":"I","page":138,"zoom":"XYZ 0 253 null"},{"title":"J","page":138,"zoom":"XYZ 0 817 null"}]},{"title":"K","page":138,"zoom":"XYZ 0 740 null"},{"title":"L","page":138,"zoom":"XYZ 0 275 null"},{"title":"M","page":139,"zoom":"XYZ 0 1133 null"},{"title":"N","page":139,"zoom":"XYZ 0 1070 null"},{"title":"O","page":139,"zoom":"XYZ 0 563 null"},{"title":"P","page":139,"zoom":"XYZ 0 244 null"},{"title":"R","page":141,"zoom":"XYZ 0 533 null"},{"title":"Š","page":142,"zoom":"XYZ 0 516 null"},{"title":"T","page":142,"zoom":"XYZ 0 928 null"},{"title":"U","page":142,"zoom":"XYZ 0 785 null"},{"title":"V","page":142,"zoom":"XYZ 0 513 null"},{"title":"W","page":143,"zoom":"XYZ 0 864 null"},{"title":"Z","page":143,"zoom":"XYZ 0 800 null"}]}]},{"title":"06_ACS550_Technicke udaje.pdf","page":-1,"zoom":"","children":[{"title":"Technické údaje","page":127,"zoom":"XYZ 0 1142 null","children":[{"title":"Nominálne hodnoty","page":127,"zoom":"XYZ 0 1012 null","children":[{"title":"Normálna prevádzka","page":127,"zoom":"XYZ 0 789 null","children":[{"title":"Ťažká prevádzka","page":127,"zoom":"XYZ 0 789 null","children":[{"title":"HP","page":127,"zoom":"XYZ 0 757 null","children":[{"title":"A","page":127,"zoom":"XYZ 0 757 null"},{"title":"Rozmer","page":127,"zoom":"XYZ 0 771 null"}]}]}]},{"title":"Skratky","page":128,"zoom":"XYZ 0 1142 null"},{"title":"Dimenzovanie","page":128,"zoom":"XYZ 0 898 null"},{"title":"Korigovanie","page":128,"zoom":"XYZ 0 673 null","children":[{"title":"Tepelná korekcia","page":128,"zoom":"XYZ 0 577 null"},{"title":"Korekcia podľa nadmorskej výšky","page":128,"zoom":"XYZ 0 400 null"},{"title":"Korekcia jednofázového napájania","page":128,"zoom":"XYZ 0 290 null"},{"title":"Korekcia spínacej frekvencie","page":128,"zoom":"XYZ 0 238 null"}]}]},{"title":"Káble a poistky vstupnej siete","page":129,"zoom":"XYZ 0 1144 null"},{"title":"Káblové svorkovnice","page":129,"zoom":"XYZ 0 522 null"},{"title":"Pripojenie vstupnej siete","page":130,"zoom":"XYZ 0 1144 null","children":[{"title":"Kolísanie","page":130,"zoom":"XYZ 0 921 null"}]},{"title":"Pripojenie motora","page":130,"zoom":"XYZ 0 765 null","children":[{"title":"Prúd","page":130,"zoom":"XYZ 0 598 null"}]},{"title":"Pripojenie riadenia","page":131,"zoom":"XYZ 0 1096 null","children":[{"title":"Špecifikácie kábla","page":131,"zoom":"XYZ 0 826 null"}]},{"title":"Účinnosť","page":131,"zoom":"XYZ 0 754 null"},{"title":"Chladenie","page":131,"zoom":"XYZ 0 669 null"},{"title":"Rozmery, hmotnosti a hluk","page":131,"zoom":"XYZ 0 464 null","children":[{"title":"Jednotky s krytmi IP 21 / UL Typ 1","page":132,"zoom":"XYZ 0 1142 null"}]},{"title":"Stupne krytia","page":133,"zoom":"XYZ 0 330 null"},{"title":"Klimatické podmienky","page":134,"zoom":"XYZ 0 1144 null","children":[{"title":"Požiadavky na klimatické podmienky","page":134,"zoom":"XYZ 0 1052 null","children":[{"title":"Uskladnenie a Transport","page":134,"zoom":"XYZ 0 1022 null","children":[{"title":"Teplota vzduchu","page":134,"zoom":"XYZ 0 896 null","children":[{"title":"Voľný pád","page":134,"zoom":"XYZ 0 429 null"}]}]}]}]},{"title":"Materiály","page":135,"zoom":"XYZ 0 1144 null"},{"title":"Aplikačné  štandardy","page":135,"zoom":"XYZ 0 745 null","children":[{"title":"UL označenia","page":135,"zoom":"XYZ 0 386 null","children":[{"title":"UL","page":135,"zoom":"XYZ 0 249 null"}]}]}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
