ReaderTT.config = {"pagecount":40,"title":"Security for Ad Hoc Networks","author":"Hang Zhao","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220512035955Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Security for Ad Hoc Networks","page":1,"zoom":"XYZ 0 825 0"},{"title":"Ad Hoc Networks","page":2,"zoom":"XYZ 0 825 0"},{"title":"Characteristics","page":3,"zoom":"XYZ 0 825 0"},{"title":"Comparison","page":4,"zoom":"XYZ 0 825 0"},{"title":"A MANET Example","page":5,"zoom":"XYZ 0 825 0"},{"title":"Mobile Devices","page":6,"zoom":"XYZ 0 825 0"},{"title":"Wireless Sensor Network (WSN)","page":7,"zoom":"XYZ 0 825 0"},{"title":"WSN Example","page":8,"zoom":"XYZ 0 825 0"},{"title":"Other MANETs applications","page":9,"zoom":"XYZ 0 825 0"},{"title":"Security Requirements in MANETs","page":10,"zoom":"XYZ 0 825 0"},{"title":"Security Solution Constraints","page":11,"zoom":"XYZ 0 825 0"},{"title":"Challenges","page":12,"zoom":"XYZ 0 825 0"},{"title":"Security Issues","page":13,"zoom":"XYZ 0 825 0"},{"title":"Threats","page":14,"zoom":"XYZ 0 825 0"},{"title":"MANETs Security","page":15,"zoom":"XYZ 0 825 0"},{"title":"Routing in MANETs","page":16,"zoom":"XYZ 0 825 0"},{"title":"MANET Routing Protocols","page":17,"zoom":"XYZ 0 825 0"},{"title":"Comparison","page":18,"zoom":"XYZ 0 825 0"},{"title":"Slide 19","page":19,"zoom":"XYZ 0 825 0"},{"title":"DSR vs. AODV","page":20,"zoom":"XYZ 0 825 0"},{"title":"Routing Protocol Attacks","page":21,"zoom":"XYZ 0 825 0"},{"title":"Slide 22","page":22,"zoom":"XYZ 0 825 0"},{"title":"Solutions to Secure Routing Protocols","page":23,"zoom":"XYZ 0 825 0"},{"title":"Data Forwarding Security","page":24,"zoom":"XYZ 0 825 0"},{"title":"Detection Solution against Selfishness","page":25,"zoom":"XYZ 0 825 0"},{"title":"Preventive Solution against Selfishness","page":26,"zoom":"XYZ 0 825 0"},{"title":"Link Layer Security","page":27,"zoom":"XYZ 0 825 0"},{"title":"Key Management","page":28,"zoom":"XYZ 0 825 0"},{"title":"Private Key Infrastructure","page":29,"zoom":"XYZ 0 825 0"},{"title":"Public Key Infrastructure","page":30,"zoom":"XYZ 0 825 0"},{"title":"Intrusion Detection Systems (IDSs)","page":31,"zoom":"XYZ 0 825 0"},{"title":"Problems with Traditional IDSs in MANETs","page":32,"zoom":"XYZ 0 825 0"},{"title":"Proposed Solutions","page":33,"zoom":"XYZ 0 825 0"},{"title":"Wireless Sensor Network (WSN) Security","page":34,"zoom":"XYZ 0 825 0"},{"title":"More Stringent Performance Requirement","page":35,"zoom":"XYZ 0 825 0"},{"title":"Slide 36","page":36,"zoom":"XYZ 0 825 0"},{"title":"More Issues","page":37,"zoom":"XYZ 0 825 0"},{"title":"Slide 38","page":38,"zoom":"XYZ 0 825 0"},{"title":"Summary","page":39,"zoom":"XYZ 0 825 0"},{"title":"More Readings","page":40,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
