ReaderTT.config = {"pagecount":94,"title":"","author":"","subject":"","keywords":"","creator":"Adobe InDesign CS4 (6.0.2)","producer":"Adobe PDF Library 9.0","creationdate":"D:20090518175101+02'00'","moddate":"D:20090518175421+02'00'","trapped":"False","fileName":"document.pdf","bounds":[[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909],[643,909]],"bookmarks":[{"title":" I Contents","page":5,"zoom":"Fit"},{"title":" II Interface","page":8,"zoom":"Fit"},{"title":" III License Agreement","page":10,"zoom":"Fit"},{"title":" Chapter 1 AmpliTube X-GEAR Overview","page":13,"zoom":"Fit","children":[{"title":" 1.1 Introduction","page":13,"zoom":"Fit"},{"title":" 1.2 DSM Technology","page":14,"zoom":"Fit"},{"title":" 1.3 Block Diagram","page":14,"zoom":"Fit"},{"title":" 1.4  Plug-in Architecture","page":15,"zoom":"Fit"},{"title":" 1.5  Using the Interface","page":16,"zoom":"Fit"}]},{"title":" Chapter 2 Getting started with AmpliTube X-GEAR","page":21,"zoom":"Fit","children":[{"title":" 2.1 AmpliTube X-GEAR and StompIO Registration/Authorization","page":21,"zoom":"Fit"},{"title":" 2.2  Standalone Mode ","page":22,"zoom":"Fit"},{"title":" 2.2.1 Launch AmpliTube X-GEAR Standalone","page":22,"zoom":"Fit"},{"title":" 2.2.2 Windows Audio Configuration","page":23,"zoom":"Fit"},{"title":" 2.2.3 Macintosh Audio Configuration","page":25,"zoom":"Fit"},{"title":" 2.2.4 SpeedTrainer","page":26,"zoom":"Fit"},{"title":" 2.2.5 Loop Trimming","page":27,"zoom":"Fit"},{"title":" 2.2.6 Waveform Display","page":28,"zoom":"Fit"},{"title":" 2.2.7 Tempo and Pitch Adjustment","page":28,"zoom":"Fit"},{"title":" 2.2.8 Values Indication","page":29,"zoom":"Fit"},{"title":" 2.2.9 Peak Meter","page":29,"zoom":"Fit"},{"title":" 2.2.10 Metronome","page":29,"zoom":"Fit"},{"title":" 2.2.11 Status Bar","page":30,"zoom":"Fit"},{"title":" 2.2.12 Auto Start-Up","page":31,"zoom":"Fit"},{"title":" 2.3 Plug-in Mode","page":31,"zoom":"Fit"},{"title":" 2.3.1 Starting AmpliTube X-GEAR in your host application","page":31,"zoom":"Fit"},{"title":" 2.3.1.1 Pro Tools","page":31,"zoom":"Fit"},{"title":" 2.3.1.2 Digital Performer","page":32,"zoom":"Fit"},{"title":" 2.3.1.3 Logic","page":32,"zoom":"Fit"},{"title":" 2.3.1.4 Cubase","page":32,"zoom":"Fit"},{"title":" 2.3.1.5 Nuendo","page":33,"zoom":"Fit"},{"title":" 2.3.1.6 Live","page":33,"zoom":"Fit"},{"title":" 2.3.1.7 GarageBand","page":33,"zoom":"Fit"},{"title":" 2.3.1.8 Sonar","page":33,"zoom":"Fit"},{"title":" 2.3.1.9 Acid","page":34,"zoom":"Fit"},{"title":" 2.3.1.10 Tracktion","page":34,"zoom":"Fit"},{"title":" 2.3.1.11 RiffWorks Standard","page":34,"zoom":"Fit"},{"title":" 2.4 Hands-On Examples","page":34,"zoom":"Fit"},{"title":" 2.4.1 Selecting Amps","page":34,"zoom":"Fit"},{"title":" 2.4.2 Choosing the Cabinet","page":36,"zoom":"Fit"},{"title":" 2.4.3 Adding Effects","page":37,"zoom":"Fit"}]},{"title":" Chapter 3 Input/Output Interface","page":39,"zoom":"Fit","children":[{"title":" 3.1 I/O Interface","page":39,"zoom":"Fit"},{"title":" 3.2 Connecting Your Guitar and Adjusting Your Levels ","page":39,"zoom":"Fit"},{"title":" 3.3 Selected Module Pan and Volume ","page":40,"zoom":"Fit"},{"title":" 3.4 Phase","page":40,"zoom":"Fit"},{"title":" 3.5 Mix","page":41,"zoom":"Fit"},{"title":" 3.6 Using Noise Gate","page":41,"zoom":"Fit"},{"title":" 3.7 Tune ","page":41,"zoom":"Fit"},{"title":" 3.8 Selected Parameter Display ","page":41,"zoom":"Fit"},{"title":" 3.9 Preferences ","page":42,"zoom":"Fit"},{"title":" 3.10 Information (\u201cI\u201d) ","page":44,"zoom":"Fit"},{"title":" 3.11 Lock ","page":45,"zoom":"Fit"}]},{"title":" Chapter 4 Module Selector","page":47,"zoom":"Fit","children":[{"title":" 4.1 Dual Signal Paths ","page":47,"zoom":"Fit"},{"title":" 4.2 Selecting Modules ","page":48,"zoom":"Fit"}]},{"title":" Chapter 5 Preset Manager","page":49,"zoom":"Fit","children":[{"title":" 5.1 Loading Presets","page":49,"zoom":"Fit"},{"title":" 5.2 Other Controls","page":50,"zoom":"Fit"},{"title":" 5.3 Saving a Preset ","page":51,"zoom":"Fit"}]},{"title":" Chapter 6 AmpliTube X-GEAR Modules","page":53,"zoom":"Fit","children":[{"title":" 6.1 TUNER Module ","page":54,"zoom":"Fit"},{"title":" 6.2 STOMP Module (Stomp Effects)","page":55,"zoom":"Fit"},{"title":" 6.3 AMP Module (Amp Head) ","page":58,"zoom":"Fit"},{"title":" 6.3.1 Introduction ","page":58,"zoom":"Fit"},{"title":" 6.3.2 Model Components ","page":59,"zoom":"Fit"},{"title":" 6.4 CAB Module (Cabinets + Microphones)","page":61,"zoom":"Fit"},{"title":" 6.4.1 Introduction ","page":61,"zoom":"Fit"},{"title":" 6.4.2 SPEAKER MODEL ","page":61,"zoom":"Fit"},{"title":" 6.4.3 MIC MODEL ","page":62,"zoom":"Fit"},{"title":" 6.5 RACK FX Module (Post Effects) ","page":64,"zoom":"Fit"}]},{"title":" Chapter 7 StealthPedal Control","page":65,"zoom":"Fit","children":[{"title":" 7.1 Assigning Continuous Controls","page":66,"zoom":"Fit"},{"title":" 7.2 Assigning Switch Controls","page":67,"zoom":"Fit"},{"title":" 7.3 Saving Assignments","page":70,"zoom":"Fit"},{"title":" 7.4 Switching Presets","page":70,"zoom":"Fit"},{"title":" 7.5 Pedal Adjust","page":71,"zoom":"Fit"},{"title":" 7.6 StealthPedal LEDs","page":73,"zoom":"Fit"},{"title":" 7.6.1 Level indication","page":73,"zoom":"Fit"},{"title":" 7.6.2 Tuning indication","page":74,"zoom":"Fit"}]},{"title":" Chapter 8 Automation","page":75,"zoom":"Fit","children":[{"title":" 8.1 Left Pane","page":76,"zoom":"Fit"},{"title":" 8.2 Right Pane","page":77,"zoom":"Fit"},{"title":" 8.3 Assignment procedure","page":78,"zoom":"Fit"},{"title":" 8.4 Assignment Save and Recall","page":81,"zoom":"Fit"},{"title":" 8.5 Automation with StompIO","page":81,"zoom":"Fit"}]},{"title":" Chapter 9 MIDI","page":83,"zoom":"Fit","children":[{"title":" 9.1 MIDI Configuration","page":83,"zoom":"Fit"},{"title":" 9.2 MIDI Control","page":83,"zoom":"Fit"}]},{"title":" Chapter 10 Troubleshooting","page":87,"zoom":"Fit"},{"title":" Chapter 11 Support","page":91,"zoom":"Fit","children":[{"title":" 11.1 User Area","page":91,"zoom":"Fit"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":["Cover1","Cover2","1","2","3","4","5","6","7","8","9","10","11","12","13","14","15","16","17","18","19","20","21","22","23","24","25","26","27","28","29","30","31","32","33","34","35","36","37","38","39","40","41","42","43","44","45","46","47","48","49","50","51","52","53","54","55","56","57","58","59","60","61","62","63","64","65","66","67","68","69","70","71","72","73","74","75","76","77","78","79","80","81","82","83","84","85","86","87","88","89","90","Cover3","Cover4"]};
